
1m 505. 13cm611. 3, 3500 l x

4m 2020. 53cm38. 21, 218. 8 l x

7m 12. 48, 71. 44 l x

10m 6. 113, 35. 00 l x

Hei ght Eavg, Emax Di amet erAngl e: 136. 80deg

Fl ux o ut : 13033 l m

3535. 92cm

5051. 32cm

COMERCIAL

EXL150

INDUSTRIAL

megamex.com.mx

Contenido:

NOV-23

1 pieza
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Marca: ���t�†�l�b�m�-�1�b	U�m�����;�]�-�l�;�Š

150 W
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1,86 - 0,53 A

110º 
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85 - 285 V~

150 Wh
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Gris

5 años

80

�$�;�l�r�;�u�-�|�†�u�-���7�;�����o�t�o�u�9 6 500 K

�$�;�l�r�;�u�-�|�†�u�-�����l�0�b�;�m�|�;�9

���o�t�o�u���7�;�����†�;�u�r�o�9

-20 a 40 ºC

10 - 90 %

Factor de Potencia:

Grado IP: IP65

30 000 h�(�b�7�-���l�;�7�b�-�9
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EXTERIORES
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UNIT:cd
C0/180,136.8

UNIT:cd

C90/270,144.8

AVERAGE BEAM ANGLE(50%):140.8 DEG
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